
Industrial contactors

RSC | RMC

RMC 

The RMC miniature contactors offer high performance with 
a compact shape. The switching capacity is impressive at 
8.5 A / 4 kW (AC-3) with an installation width of 35 mm.

RSC 

With installation widths of 45 mm at nominal currents of 
30 A and 65 mm to 63 A (AC-3, motor load) the RSC series 
is very compact in comparison. 

RSC/RMC – The reliable industrial contactor 

• High performance, compact shape
• Switching current up to 63 A (AC-3)
• Extendable with auxiliary contact block and motor protection

The industrial contactors from the RSC series and the 
miniature RMC industrial contactors are reliable switching 
components for increased loads in industrial environments. 
Thanks to comprehensive accessories such as auxiliary 
contacts and motor protection units, they are suitable for 
versatile applications.



2

RMC

Main circuit RMC08 RMC11 RMC-AUX RMC-AUX

Miniature Industrial contactor 8 A – 11 A Auxiliary contact block 2P Auxiliary contact block 4P

3 NO + 1 NO RMC08-310/AC…V RMC11-310/AC…V RMC-AUX20 RMC-AUX40

3 NO + 1 NC RMC08-301/AC…V RMC11-301/AC…V RMC-AUX02 RMC-AUX04

– – RMC-AUX11 RMC-AUX22

Technical data

Contact material AgNi AgNi AgNi AgNi

Rated current AC-1 20 A 20 A 20 A 20 A

Rated voltage 690 V 690 V 690 V 690 V

Recommended minimal load 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V

Rated load AC-3 4 kW, 400 V (8.5 A) 5.5 kW, 400 V (11.3 A) – –

Rated load AC-1 13 kW, 400 V 13 kW, 400 V – –

Switching frequency 
at rated load AC-1 (Cycles / h)

600 600 1200 1200

Electrical life cycles AC-3 1 000 000 1 000 000 500 000 500 000

Nominal voltage (V) AC 24, AC 230, DC 24 AC 24, AC 230, DC 24 – –

Coil voltage range 0.85 … 1.1 UN 0.85 … 1.1 UN – –

Power consumption AC / DC 8 VA / 4 W 8 VA / 4 W – –

Pick-up / release time 15 ms / 15 ms 15 ms / 10 ms – / – – / –

RMC08 RMC11 / RMC08 (DC) RMC-AUX 2 polig

RMC-AUX 4 polig
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52 NC 62 NC
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Mechanical interlock

RMC-MBL

DI suppressor
RMC-DI

RC suppressor
RMC-RC...

49 (RMC08)
49.5 (RMC11)

Accessoires Dimensions

Miniature industrial contactor
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RSC

RSC09 – RSC16

Main circuit RSC09 RSC12 RSC16 RSC22 RSC30 RSC38

Industrial contactor 9 A – 38 A

3 NO + 1 NO RSC09-310/AC…V RSC12-310/AC…V RSC16-310/AC…V – – –

3 NO + 1 NC RSC09-301/AC…V RSC12-301/AC…V RSC16-301/AC…V – – –

3 NO RSC09-300/DC…V RSC12-300/DC…V RSC16-300/DC…V RSC22-300/AC…V RSC30-300/AC…V RSC38-300/AC…V

Technical data

Contact material AgNi AgNi AgNi AgSnO2 AgSnO2 AgSnO2

Rated current AC-1 25 A 25 A 25 A 35 A 35 A 45 A

Rated voltage 690 V 690 V 690 V 1000 V 1000 V 1000 V

Recommended minimal load 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V

Rated load AC-3 4 kW, 400 V (9 A) 5.5 kW, 400 V (12 A) 7.5 kW, 400 V (16 A) 11 kW, 400 V (22 A) 15 kW, 400 V (30 A) 18.5 kW, 400 V (38 A)

Rated load AC-1 16 kW, 400 V 16 kW, 400 V 16 kW, 400 V 23 kW, 400 V 23 kW, 400 V 29 kW, 400 V

Switching frequency 
at rated load AC-1 (Cycles / h)

600 600 600 600 600 600

Electrical life cycles AC-3 1 000 000 1 000 000 900 000 800 000 400 000 4 00 000

Nominal voltage (V)
AC 24, AC 230, 
DC 24

AC 24, AC 230,  
DC 24

AC 24, AC 230, 
DC 24

AC 24, AC 230, 
DC 24

AC 24, AC 230, 
DC 24

AC 24, AC 230,  
DC 24

Coil voltage range 0.85 … 1.1 UN 0.85 … 1.1 UN 0.85 … 1.1 UN 0.85 … 1.1 UN 0.85 … 1.1 UN 0.85 … 1.1 UN

Power consumption AC / DC 8 VA / 3 W 8 VA / 3 W 8 VA / 3 W 8 VA / 3 W 8 VA / 3 W 8 VA / 3 W

Pick-up / release time 25 ms / 15 ms 25 ms / 15 ms 25 ms / 15 ms 20 ms / 15 ms 20 ms / 15 ms 20 ms / 15 ms

RSC22 – 38 (AC) RSC22 – 38 (DC)

T
S
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RSC09

9 A 400VA
50mA 24V

AgNi
25 A
690 V
4 kW/400V
16kW/400V
600
1x106

0,85 – 1.1 UN

2.5 W
25 ms //15ms

RSC09-310/AC ..... V

24,230

RSC09-301/AC ..... V

24,230

RSC DIN

IEC Industrieschütz 9A
3 Hauptkontakte und
Hilfkontakt NO oder NC

3 Hauptkontakte und
Hilfkontakt NO oder NC

3 Hauptkontakte und
Hilfkontakt NO oder NC

Industrieschütze

•

•

Erweiterbar mit Hilfskontaktblock
und Motorschutz
Mechanische Statusanzeige

Prüfspannung: 6kV
TU Betrieb/Lager:

-25…+45(+55)/-30…+80°C

Mit den Industrieschützen
RSC09 stehen zuverlässige
Schaltkomponenten für
Motoren und andere induktive
oder auch kapazitive Lasten
zur Verfügung. Die Schalt-
leistung beträgt bis 9A
(AC-3) bei einer Einbaubreite
von 45mm.

Anschlusslage

Kontaktmaterial
Schaltstrom ITH
Schaltspannung
Schaltleistung AC-3
Schaltleistung AC-1
Schaltfrequenz max. Schalt./h
Elektrische Lebensdauer AC-3

Betriebsspannung
Leistungsaufnahme
Anzugs-/Rückfallzeit

Daten bei Tu =20°C

Bestellbeispiel

Industrieschütz
RSC09-310/AC230V

Hilfs-Kontaktblock
Siehe Seite 49

IEC Industrieschütz 12A IEC Industrieschütz 16A
Hilfskontaktblock
2-polig oder 4-polig

Hilfskontakte

Industrieschütze

Montageinformation
Montage auf DIN-Schiene

RSC12

12 A 400VA
50mA 24V

AgNi
25 A
690 V
5.5 kW/400V
16kW/400V
600
1x106

0,85 – 1.1 UN

2.5 W
25 ms //15ms

RSC12-310/AC ..... V

24,230

RSC12-301/AC ..... V

24,230AC
 50/60Hz 

AC
 50/60Hz 

RSC16-310

1 3 5 7 NO

2 4 6 8 NO

L1 L2 L3

T1 T2 T3

Mit den Industrieschützen
RSC12 stehen zuverlässige
Schaltkomponenten für
Motoren und andere induktive
oder auch kapazitive Lasten
zur Verfügung. Die Schalt-
leistung beträgt bis 12A
(AC-3) bei einer Einbaubreite
von 45mm.

RSC16

16 A 400VA
50mA 24V

AgNi
25 A
690 V
7.5 kW/400V
16kW/400V
600
9 x105

0,85 – 1.1 UN

2.5 W
25 ms //15ms

AgNi
16 A
690 V
—
—
1'200
5 x105

—
—
—

RSC16-310/AC ..... V

24,230

RSC16-301/AC ..... V

24,230

Mit den Industrieschützen
RSC16 stehen zuverlässige
Schaltkomponenten für
Motoren und andere induktive
oder auch kapazitive Lasten
zur Verfügung. Die Schalt-
leistung beträgt bis 16A
(AC3) bei einer Einbaubreite
von 45mm.

RSC-AUX

6 A 400VA     (AC-15)
50mA 24V

Hilfkontakblock
2-polig oder 4-polig mit
Schliesser und
Öffnerkontakten für Signal-
und Steueranwendungen
bis 6A.

Die Anschlusslage finden
Sie auf der Seite 49

Die Bestellbeispiele finden
Sie auf der Seite 49
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Mechanical interlock
RMC-MBL1

Accessoires Dimensions
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Industrial contactor
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RSC

Main circuit RSC43 RSC63 RSC-AUX RSC-AUX RSC-MP

Industrial contactor 43 A – 63 A Auxiliary contact block 2P Auxiliary contact block 4P Bimetallic Thermal Relay

3 NO + 1 NO + 1 NC
RSC43-311/AC…V RSC63-311/AC…V RSC-AUX20 RSC-AUX40 Setting range 0.1 … 10 A

– – RSC-AUX02 RSC-AUX04 Compatible with RSC09– RSC16

– – RSC-AUX11 RSC-AUX22

Technical data

Contact material AgSnO2 AgSnO2 AgNi AgNi AgNi

Rated current AC-1 85 A 100 A 16 A 16 A 6 A

Rated voltage 1000 V 1000 V 690 V 690 V 690 V

Recommended minimal load 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V 50 mA, 17 V

Rated load AC-3 22 kW, 400 V (43 A) 30 kW, 400 V (63 A) – – –

Rated load AC-1 56 kW, 400 V 66 kW, 400 V – – –

Switching frequency 
at rated load AC-1 (Cycles / h)

600 600 1200 1200 –

Electrical life cycles AC-3 8 00 000 4 00 000 5 00 000 5 00 000 –

Nominal voltage (V) AC 24, AC 230 AC 24, AC 230 – – –

Coil voltage range 0.85 … 1.1 UN 0.85 … 1.1 UN – – –

Power consumption AC / DC 10 VA / 3 W 10 VA / 3 W – – –

Pick-up / release time 20 ms / 15 ms 20 ms / 15 ms – / – – / – –
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Accessoires Dimensions

Mechanical interlock

RMC-MBL2
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Industrial contactor


